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PRODUCT PORTFOLIO 

Explore our range of products designed for compliance with UK Water Regulations. 
Since 1999, Arrow Valves has been at the forefront of water safety through 
innovation. Each section highlights our dedication to protecting public health and 
ensuring system integrity. 
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Arrow Valves manufacture and distribute a 
wide range of innovative water associated 
products and services specifically designed 
to conform to the requirements of the latest 
Water Regulations helping contractors, 
architects, and engineers, protect, use and 
deliver water to the right place in the right 
way, keeping people safe. 

Our Purpose is to protect the 
public from illness and 
potential death via 
contaminated water through 
product innovation. 
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CPD Seminar / Arrow Academy  
 

 Always keen to share our expert 

knowledge and product innovation, we are 

offering technical CPD seminars on the 
subject of the Water Regulations and 
heating systems management.  

Our resident technical team, headed by 

Adrian Reeve share a combined knowledge 
spanning 20 years in the water industry. 

Our free training day feature our 

accredited Seminar, product 
demonstration and the chance to ask  

our experts any questions you may have. 

 

 

Board of Directors 
 

 

 

 

 

 

 

 

Adrian Reeve Laura LaCostin Mike McGuire 
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Protecting Water Systems For Every Generation 

Protecting the public from illness and potential death via contaminated water 
through product innovation 

 

F
O

U
N

D
E

R
 

F
O

U
N

D
E

R
 



4 | Product Portfolio 2026  

© Arrow Valves Ltd 2026 

Backflow Prevention Products  

The Complete “Midi-Break” ® Break Tank & Booster Set    

BTMIDI-4A Fluid Category 5  

The BTMIDI-4A is our highest-output Midi-Break® unit, providing Fluid Category 5 protection in a 
compact, wall-mounted assembly with an insulated frost-protected cabinet. 
 
Application: bin stores, car parks, small marinas and caravan sites where space, security, frost-protection 
and performance all matter. 
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Backflow Prevention Products 
 

 

 “Boost-A-Break” ® Break Tank and Booster Set 

 BTAB 

 
BTAB units are a Compact Break Tank & Pump Set assembly providing Fluid Category 
5 protection via hygienic AB air gap. Models BTAB are used for commercial backflow 
protection. The units are supplied on a stainless base plate, factory tested and ready 
for installation. Registered UK design 4036013. Fixed Speed models are a cost-
effective solution where demand is high and constant.  
 

Fixed speed: 1 – 5 bar, have a fast-filling cistern with up to 1.5 Lt/s output. 
 

Variable speed: 1 Lt/s, up to 10 bar and 2 Lt/s up to 8 bar 

Size 15 mm 
 

 

 “Boost-A-Break” ® Duty Standby 

 BTAB(S) 

 
Duty Standby: Twin Pump set with redundancy built in. The set automatically changes 
duty every 24 hours, should the duty pump fail, the second will automatically take over. 
 
Suitable applications: Waste bin washing, Non – domestic Hose Union Taps & 
Vegetable Washing  
 
 

 

 

 “Boost-A-Break” ® Duty Assist 

 BTAB(A) 

 
Duty Assist: One pump runs at a time with the second pump switching on if required – 
doubling output. The integral 24 litre plastic Break Tank quickly filled via a double 
solenoid valve arrangement. 
 

Up to 2.4 Lt/s output 
 

 

 

 

 “Boost-A-Break” ® Duty Assist 3 Phase 

 BTAB(A) 
 
Duty Assist: Remarkably high duty (up to 3.7 Lt/s) whilst occupying a similar footprint 
to original units, ideal for installing in locations where floor space is of a premium. The 
skid mounted base occupies less than 0.5m and allows the unit to be easily and 
securely transported. The integral 100 litre plastic Break Tank is rapidly filled via a 
triple solenoid valve arrangement. One pump will run to meet the water demand, but if 
that demand increases the second pump will automatically switch on.  

 

Up to 3.7 Lt/s output  

Fluid Category 5  

Fluid Category 5  

Fluid Category 5  

Fluid Category 5  

All Variable Speed options are available with 100 Litre Tanks. 
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Backflow Prevention Products 
 

 

 “Boost-A-Break” ® Low Flow 

 BTAB(L) 
 
Break Tank assembly with Fluid Category 5 protection by virtue of the integral 
Type AB air gap. Presenting a high-pressure and low flow arrangement at 0.5 
Lt/s with high efficiency single phase motors with delivery up to 10 bar. The 
range comes in Variable and Duty Standby, 230v single phase, 0.5 Lt/S and 
are suited to single outlets which require Category 5 protection – e.g. 
commercial wash-down points. They offer restricted flow, making it more 
affordable while still providing 2-10 bar pressure.  

 
Variable speed: 0.5 Lt/s, up to 10 bar 

 

 

 “Midi-Break” ® Break Tank & Booster Set    
BTMIDI 1 / 2A / 3A 
 
“Midi-Break” – Break Tank & Booster Set. Wall mounted Break Tank providing 
Fluid Category 5 protection via AB air gap. Four available models offer 
progressively higher flow rates & pressure. Supplied factory tested and ready 
for installation. Up to 0.30 Lt/s output. BTMIDI-4A up to 0.70 Lt/s output. 

 
These models provide cold water at a known outlet pressure and are intended 
for light industrial use. They are housed in a stainless-steel cabinet ready for 
wall mounting in a frost-free environment. Some suitable applications for this 

unit are waste bin cleaning, non-domestic Hose Union Taps and sinks with 
hoses.  

 

 

 Care Shower  
CSABATLF  
 
Instantaneous hot water with Fluid Category 5 backflow protection via integral 
AB air gap. Consists of an electric shower and booster pump package. Model 
CSABATLF meets BEAB Care Mark requirements as being safe for use by 
elderly, young or sick. Ideal for a special needs shower in schools etc.  

 

 

  

Fluid Category 5  

Fluid Category 5  

Fluid Category 5  

Water Regulations Approved / Compliant Products 
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Backflow Prevention Products 
 

 

 Ablution Plant  

BTHW-1  

 
A solution that dispenses warm water through a nearby hose, positioned adjacent to toilets 
or bidets. This allows individuals to cleanse themselves, honoring diverse cultural and 
religious practices. Optional components include a hose and trigger (model CSHT-1) and a 
remote TMV for pipe runs exceeding 5 meters – BTHW-OP3. Ensures robust fluid category 5 
protection for enhanced safety.  

 

Size 15 mm 

 

 

 Break Tank with AB Air 

AB18/T  

 
“The AB18 is a cistern with Type AB air gap providing Fluid Category 5 protection. Cistern to 
be elevated in order to supply by gravity. Inlet via float valve. Includes wall mounting bracket. 
Rainwater Header Break Tank (model AB18T) features 2nd float valve for mains water 
supply due to insufficient rainwater.  
 

 

 

 DC Filler – DC Pipe Interrupter Assembly   
DC257SOL   

 
Type DC Pipe Interrupter assembly with Solenoid Filling Valve providing Fluid Category 5 back 
siphonage protection primarily for swimming pool filling water feature top-up. Note – there 
must be no control valve or restriction downstream. Sizes 20 & 25 MDPE outlet, 22 mm 
compression outlet.  
 
 

 

 

 

 DC Pipe Interrupter  

DC257   
 
Type DC Pipe Interrupter providing Fluid Category 5 backsiphonage prevention.  
 
Model DC15C257 is primarily for urinals - enabling flushing directly from the mains supply.  

Model DC15F257 can be fitted to most standard laboratory taps that have a removable 
nozzle with a ½ BSP thread. Model DC20F257 fits to an outside tap. A short (600mm max) 
unrestricted hose can be fitted for washing chemical toilets.  
 

Sizes 15 mm compression outlet, DN20 female outlet for hose tap, DN20 

male outlet, DN15 female outlet for lab tap 

Fluid Category 5  

Fluid Category 5  

Fluid Category 5  

Fluid Category 5  
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Backflow Prevention Products 
 

 

 Fluid Category 5 Standpipe   
SPFC5 
 
Industrial and tamperproof Standpipe assembly with hose outlet, suitable for Fluid 
Category 5 applications. A Break Tank with Type AB air gap is mounted to the top of 
the Standpipe body, which provides Fluid Category 5 backflow protection. As the 
pressure is achieved using gravity rather than a booster pump, there is no power 
supply needed. The primary application is the filling water tanks on boats at marinas.  

 
Available 20 MDPE, 25 MDPE, 32 MDPE  

 

 

 

 

 RPZ Valve Assemblies  

BA 
 
BA Devices are a mechanical backflow preventer approved for protection 
against backpressure & back siphonage. BA Options B, E & F Backflow 
Preventer Supplies Fluid Category 4 protection supplied with servicing 
valves and fine strainer. Option F features large capacity strainer.  
  
Sizes DN15 – 200  

 

 RPZ Valve Assy c/w Cabinet  

BACAB2 
 
 RPZ Valve (BA device) in 300 mm square cabinet. Complete package with 
internal servicing valves, serviceable strainer, flexible hoses with servicing 
valves. These cabinets provide a tamperproof environment as required by 
the regulations.  
  
Sizes 15 & 22mm Compression Outlet  

  

Fluid Category 5  

Fluid Category 4  

Fluid Category 4  

Water Regulations Approved / Compliant Products 
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Backflow Prevention Products 
 

 

 Single Check Valve  

EB235  

 
Chrome plated with female inlet and male outlet or male inlet and female outlet. 
Primarily intended for backflow protection from washing machines & dish washers – 
fitted between servicing valve (or tap) and hose (no tools required). Model 
EB20FM235 designed specifically for washing machine valves to prevent taste 
problems from hose.  
 

 

Sizes DN15 & DN20  

 

 

 

 Single Check Valve  

EB420  

 
DZR Single Check Valve with compression ends or female BSP. Sprung-loaded 
Cartridge with resilient seat provides positive closure and low opening pressure.  Fluid 
Category 2 protection - e.g. branches to steel pipes.  
 
 

Size Sizes 15 - 54 mm compression, DN15 - 50 female  
 

 

 

 Single Check Valve - Flanged  

EA453   

 
Flanged (PN16) verifiable Single Check Valve. Includes a ductile iron body, epoxy 
coated with stainless steel closing mechanism. Suitable for wholesome water. 
Provides Fluid Category 2 protection – e.g. fire sprinklers and steel pipe branches.   
 
 

Sizes DN40 – 250   

 

 

 

 Non-Return Valve Flanged (PN10)  

NRV402   
 
Non-Return Valve with cast iron body, epoxy coated for exceptional robustness. This 
device allows fluid to flow in only one direction and is commonly used on pump 
outlets.  Note that it cannot be used for backflow protection (you would need a check 
valve rather than a non-return valve for this).  
 
 

Sizes DN40 – 150   
 
 

 

Fluid Category 2 

Fluid Category 2 

Fluid Category 2  

Fluid Category 2  
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Backflow Prevention Products 
 

 

 Double Check Valve  

EB132  

 
Exceptionally low head loss Double Check Valve with DZR brass body. Flat-faced connectors 
allow reliable connection to many pipe systems – e.g. solder union.   

 

Sizes 15 – 54 mm (DN 15-50)  

 

 

 Double Check Valve  

ED235  

 
Chrome plated with female inlet and male outlet or male inlet and female outlet. Designed for 
shower hoses on bath mixer valves (no tools required) for Fluid Category 3 risks. Optional flow 
limiter (DN15 only).  
 
 

Sizes DN15 & DN20  
 

 

 

 

 Double Check Valve  

ED440   

 
Conventional Double Check Valve in DZR Brass with compression or female ends (for low 
headloss applications use ED132). Model ED440 with compression ends is designed for 
copper tube.  ED440 with Female BSP Parallel ends is suitable for steel pipes. 
 
 

Sizes 15 – 54 mm compression, DN15 – 50 female  

 

 

 

 Double Check Valve - Flanged 

EC453   
 
Flanged (PN16) verifiable Double Check Valve with ductile iron body, epoxy coated. Stainless 
steel closing mechanism. 
 
 

Sizes DN50 – 250   
 
 

 
 

  

Fluid Category 3 

Fluid Category 3 

Fluid Category 3  

Fluid Category 3  
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Booster Pump Sets 
 

 

 “Pent-A-Boost” ® 
Fixed/Variable Speed Compact Domestic Booster Set  

BTAF  
 
Pent-A-Boost units are used to boost water pressure for commercial elevated areas 
where a high flow rate is required. Domestic use providing Fluid Category 4 protection. 
Suitable applications are Penthouses (3 storey & taller) and “Combi” boilers & 
showers.  The Pent-A-Boost features an integral Bypass Valve that enables mains 
water to be supplied (at mains pressure) during power failure for maintenance. 

 
BTAF Fixed speed: 1 – 4 bar, fast filling cistern, up to 1.0 Lt/s output 

 

Variable speed: 1 Lt/s, up to 10 bar and 2 Lt/s up to 8 bar. Variable speed 

features an integral Bypass Valve 

 

 

 

 

 “Pent-A-Boost” ® 
Variable Speed Dual Pump – Duty Standby  
BTAF(S) 
 
Duty Standby: Twin Pump set with redundancy built in. The set automatically changes 

duty every 24 hours, should the duty pump fail, the second will automatically take over. 
The Pent-A-Boost features an integral Bypass Valve that enables mains water to be 
supplied (at mains pressure) during power failure for maintenance.                                      

 
 
 

 

 

 

 “Pent-A-Boost” ® 
Variable Speed Dual Pump – Duty Assist  
BTAF(A)  
 
Duty assist allows the second pump to automatically switch on when required, 
doubling the output, up to 4 Lt/s. Alternate starting avoids stagnation and ensures 
even use. If one pump develops a fault, the controller isolates and continues with the 
healthy pump. The unit is quiet by virtue of centrifugal pumps, anti-vibration rubber 
feet and flexible stainless braided connection hoses.  

 

 

Fluid Category 4 

Fluid Category 4 

Fluid Category 4 



12 | Product Portfolio 2026  

© Arrow Valves Ltd 2026 

 

Booster Pump Sets 
 

 

 Arrow Stealth Booster Compact Domestic Booster Set  

BTSBBPV  
 
Ultra-compact domestic Booster Set with integral automatic Bypass 
Valve. Designed to boost pressure for tall buildings where space is 
limited, and mains supply is inadequate. Supplied on a stainless base - 
able to be installed in a kitchen cupboard.  

 
0.8 Lt/s output, 3.0 bar  

 

 

 

 Booster Set  

BPE  
 
Inverter controlled pump on stainless base plate with 24 litre vessel and 
controls. BPELC1 supplied with electrodes for low level cut-out. 
Separate cistern required  
 
1 Lt/s, up to 10 bar and 2 Lt/s up to 8 bar 
  
 

 

 

 Booster Set 
Variable Speed Dual Pump Duty Standby or Duty Assist   

BPE  
 
Inverter controlled pumps on stainless base plate with 24 litre vessel 
and controls. Duty standby – one pump runs at a time or duty assist – 
allows second pump to switch on doubling output.  
 

1 Lt/s, up to 10 bar and 2 Lt/s up to 8 bar / 2 Lt/s up to 10 bar / 3.7 

Lt/s up to 8 bar 

 

 

   

Fluid Category 5  

Fluid Category 5* (If your cistern has an air-gap) 

Fluid Category 5* (If your cistern has an AB or AA air-gap) 
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Pressure Regulating Valves 
 

 

 Pressure Reducing Valve  

PRV535  
 
PRV with dial up pressure setting. Adjustable outlet pressure 
1 – 6 bar (factory set at 3 bar). Gauge supplied. Solder 
unions/comp and servicing valves optional. Primarily, it 
serves to lower water pressure from the mains to prevent 
damage to pipes and appliances. By controlling the flow of 
water, it encourages efficient water use, which is crucial for 
saving water for today and tomorrow. 

 
Sizes DN15 – 50 

 

 

 

 

 Pressure Reducing Valve 

PRV536  
 
PRV with DZR brass body and stainless-steel seat. 
Adjustable outlet pressure 0.5 – 6 bar (factory set at 3 bar). 
Gauge supplied. Solder unions and Servicing Valves optional 
(as illustrated).  The 536 PRV from Arrow Valves is designed 
to provide a constant outlet pressure despite varying inlet 
pressures.  
  
Sizes DN15 – 65 (Now available DN65 – Flanged) 
 

 

 

 

 Pressure Reducing Valve  

PRVC101  
 
Flanged (PN16), pilot operated PRV. Very low head loss due 
to large main orifice. Adjustable between 1.72 – 8.5 bar. Two 
gauges supplied. The Socla C101 Pressure Reducing Valve 
controls and maintains a pressure reduced outlet pressure 
despite varying inlet pressures.  
 

Sizes DN50 – 200 

 

 

 
Water Regulations Approved / Compliant Products 
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Flow Limiting & Monitoring 
 

 

  Automatic Flow Limiting Servicing Valves  

AFL/AFLPF  
 
Servicing Valve with facility for flow limiting cartridge easily 
identified by colour coded disc automatically limits the flow 
of hot or cold water. Cartridge can be inserted after 
installation. No need to drain. Prevents splashing and saves 
water and energy – especially important for self-closing 
taps. Range of connections available.  

 
Sizes 15 & 22 mm, DN15 & 20 

Comp & Pushfit (15mm) 

 

 

 

 

 Automatic Flow Limiting Cartridges  

AFLC 0.07 – 0.43 Lt/s  
 
Range of colour-coded Automatic Flow Limiting Cartridges 
for installation into AFL Valves. Provide constant maximum 
flow rate irrespective of supply pressure within range 1 – 10 
bar. Also, strainer cartridges. Cartridge common to all sizes 
of AFL valve. 
 

 

 

 

 “Equi-Flow”  
Automatic Flow Limiter for Shower Hose  

AFLE  
 
Chrome plated flow limiter suitable for all standard shower 
hoses. Fits to inlet of hose. No tools required.  
 

Flow rate 0.07, 0.1, 0.13 & 0.17 Lt/s 
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Heating Products 
 

 

 Autofill® Pressurisation Unit  

AFCA  

 
Compact and efficient pressurisation unit for heating systems in homes and non-household 
setups. Replaces filling loop, needing no tank or pump. Compliant with Water Regulations, 
supplied fully assembled with stainless steel flexible hoses for easy installation. 
 

CA Valve Providing Backflow   

 

Size 15mm  

 

 

 “Autofill” ® Pressurisation Unit  

AFS / AFP  

 
Pressurisation unit that can legally fill and pressurise “non-house” sealed heating or chilled 
water systems. No filling loop required. It includes high and low cut-out switches with BMS 
(Boiler Control) output, as well as inlet and outlet pressure gauges 
 

RPZ Valve Providing Backflow   
 

Sizes 15 & 22 mm  
 

 

 

 “Midi-Fill” ® Digital Pressurisation Unit  

MFD  

 
Pressurisation unit that can legally fill and pressurise “non-house” heating and chilled water 
systems. Self-test monitoring system alerting of pressurisation fault before heating system is 
shut down. Electronic water meter with monthly excessive filling warning. Digital display and 
controls. No annual testing.  
 
 

Sizes 15 & 22 mm  

 

 

 Dose & Fill  
Pressurisation & Dosing Unit  

DF   
 
New and revolutionary automatic filling and dosing unit. The top section features a “Midi-Fill” 
Digital Pressurisation Unit, whilst below is a dosing unit for adding inhibitor to a heating 
system. The dosing pump automatically adds chemical from the internal container according 
to the concentration set on the digital display, up to 5%. Manual dosing facility removes need 
for dosing pot.  
 

A correctly dosed system can save thousands of pounds of repairs.  

Patented design.  

 

Sizes 15 & 22 mm  

Fluid Category 3 

Fluid Category 4 

Fluid Category 5  

Fluid Category 5  
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Heating Products 
 

 

 

 Dosing Pot  

DP  

 
For adding chemicals to sealed heating and cooling systems It includes a ball valve, safety non-
return valve and filling funnel as well as being wall mounted. The dosing pot size is not critical 
since this only determines the number of shots required however we offer various sizes, 5 & 10 
litre are standard with others available.   
 

½”,  ¾”  &  1” BSPP Connection 
 

 

 

 Expansion Vessel for Heating 

EVCP  

 
Range of Expansion Vessels for accommodating the thermal expansion of sealed heating 
systems. Rated at 6 bar (80+ Lt) and approved for primary circuit unvented heating 
applications.  
 

Our BVEV Ball Valve allows for easy isolation and drainage of water before pre-

charging vessels with nitrogen or air, ensuring efficient maintenance and optimal 

performance. 
 

Sizes 4 – 700 litres 

 
 

 

 Air & Dirt Remover  

ADR   
 
Air and dirt eliminator with automatic air vent for heating systems. Rated at 10 bar, 120°C.  
 
 

Sizes 3/4” – 2” female BSP, 22 mm compression, DN50 – 150 PN16  
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Standpipes & Taps 
 

 

 Pillar Standpipe Assembly 

SPHUD/SPHUDSC  

 
Tamperproof and inconspicuous Standpipe enclosure with removable Hose Union Tap for a 
hose pipe where the risk is Fluid Category 3. When closed, the Standpipe resembles an 
inconspicuous pillar with all internal components including the tap outlet concealed.  
 
New Product Launch: SPHUD now available as SPHUDSC: Self-Closing Pillar Standpipe. 

Standpipe enclosure with removable self-closing tap. The tap can be removed when not in use 
to prevent waste and unauthorised usage. Suitable for applications such as filling buckets for 
campsites or watering cans for cemeteries.  

 

Tap Size 15mm. Sizes 20 & 25 MDPE, 22mm Comp inlet 

 

 

 Standpipe  

SPED  

 
Tamperproof Standpipe with Hose Union outlet for low-risk applications such as caravan sites 
& garden centres. Double Check Valve (ED132) provides Fluid Category 3 protection. MDPE 
inlet.  
 

Tap sizes DN15 & 20. Sizes 20, 25 & 32 MDPE inlet 15 & 22mm compression inlet  
 
 
 

 

 

 Standpipe - Commercial use 

SPBA  

 
Tamperproof Standpipe with Hose Union outlet for commercial areas. Houses BA device for 
Fluid Category 4 protection. Quick drain facility and MDPE inlet. Suitable applications: Mini 
irrigations systems, car washing and degreasing plants, wash down areas with chemicals. 
 
 

Tap Sizes DN15 & 20. Sizes 20, 25 & 32 MDPE inlet 

 

 

 

 WaterPoint Standpipe with Sliding Bucket Shelf 

SPWP 
 
Tamperproof Standpipe with Hose Union outlet. Double Check Valve (ED132) provides Fluid 
Category 3 protection. Bucket shelf provides rest for water vessels (e.g. buckets and watering 
cans) during filling. Bucket shelf retracts into top cap when closed minimising risk of injury.  
 
 

Tap sizes DN15 & 20. Sizes 20 & 25 MDPE inlet 15 & 22 mm compression inlet. 

Also available with self-closing tap in place of Hose Union outlet (SPWPSC)  

 

Fluid Category 3 

Fluid Category 3 

Fluid Category 4 

Fluid Category 3 
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Standpipes & Taps 
 

 

 Standpipe – Flange Mounting & Miniature Ground Mounting 

SPTG/SPTG2/SPTB 

 
Aesthetically pleasing tamperproof standpipes fabricated in polished stainless steel. Featuring 
a servicing valve, double check valve, spherical type angled ball valves and Hozelock 
compatible outlets. Two flange mounted versions are available the low level SPTG, and a 
double headed version SPTG2. 
 
For soft ground applications with built in pile, the SPTB designed for low level mounting in 
flower beds and the SPTB2 a double headed unit. The double headed units feature a unique 
frost protection system where the tap boxes extend on springs to accommodate ice 
expansion, returning to their normal position when thawed, maintaining a complete hydraulic 
seal. Available in flange mount or with a spike for soft ground. 

 

Tap size DN15 (1/2”) inlets ranging from 15 – 22mm copper and 20 and 25mm 

MDPE 

 

 

 

 Concealed Hose Union Tap 

HUC   

 
Telescopic Hose Union Tap, which is recessed into any wall. Flush when closed minimising risk 
of injury, extends using special key. Tamperproof, frost resistant and discreet. Ideal for schools 
and public buildings. Optional installation kit.  
 

Size 15mm  
 
 
 

 

 

 Hose Union Tap Box 

HUTB/HUTBS/HUTBT  

 
An economical tamperproof and frost resistant Hose Tap housed in a secure polished 
stainless-steel box. Model HUTB is rear entry, whilst HUTBS is for an external surface supply 
pipe. Model HUTBT is top entry. Optional padlock and hose shield (HUSHIELD). 
 

Sizes 15 & 22 mm (HUTB only)  

 

Also available with “Tap Guard” secure pipe cover & double check valve - Model 

HUTG 

 

 

 
 

 

 Hose Union Below Ground 

HUBG 
 
Inconspicuous Hose Union Tap for use where a Standpipe is unsuitable. Telescopic and tilting 
enclosure is flush with the ground surface. Legally must be supplied by a CAT 5 such as a 
Boost-A-Break. 
 
 

Tap sizes DN15 & 20. Sizes 20, 25 & 32 MDPE 

Fluid Category 3 

Fluid Category 3 
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Isolating 
 

 

 Bypass Valve Assembly 

BRV 

 
Automatic Bypass Valve assembly with four connections for potable water boosted systems. 
Allows water (at mains pressure) to bypass the pump in case of problems. Low loss Double 
Check Valve and no dead leg.  

 

 

Sizes 22 – 54 mm compression, Yorkshire Tectite 22 & 28 mm, DN20 – 50 female 

mixed connection sizes, including MDPE available 

 

 

 

 Ball Valve with integral Strainer (FilterBall) 

FB  

 
Quarter turn Isolating Ball Valve with a removable strainer inside. When closed, it isolates both 
upstream and downstream connections. The strainer can be easily inspected and removed 
through the side port. Replaces traditional Y Strainer and two isolating valves, saving time, 
space, and cost. 
  
 

 Sizes DN15 – 50 
 

 

 

 Automatic Water Stop Valve 

AWS20FM 

 
With chrome plated brass body, designed to protect domestic appliances from causing major 
leaks due to a ruptured hose. The device automatically shuts off the water supply to the 
appliance when it detects an excess flow of at least 0.3 litres per second. Suitable for use with 
washing machines, dishwashers, and plumbed fridge freezers. 
 

Sizes 22 mm, DN20  

 

 
 

 

 Branch Valve 

BRV 
 
Servicing Valve and low head-loss Double Check Valve as required by the Water Regulations 
per floor on multi-story buildings. Solder unions facilitate installation and provide reliable joint. 
The branch valve can be installed horizontally or vertically. As a modular design, additional 
components can be added at the factory, such as strainers. 
 
 

 Sizes 15 – 54 mm 
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Temperature Control 
 

 

 Thermostatic Mixing Valve (TMV 2 Scheme) 

TMV5211  
 
Low head loss TMV for point of use blending. Normally supplied 
with AFL Servicing Valves (incorporating serviceable strainer). Tails 
have a Single Check Valve. Outlet adjustable 30 – 50°C. When 
installed and maintained correctly, the TMV will fulfil the Duty of 
Care requirements against scalding. 

 
Sizes 15 & 22 mm 

 

 

 

 Thermostatic Mixing Valve (TMV 3 Scheme) 

TMV5213 / TMV5213AFL 
 
TMV3 for vulnerable users – healthcare. These devices blend hot 
and cold water at a point of use to provide warm water to basins, 
showers, and baths. Tails have a Single Check Valve. 
 
Also available two AFL servicing valves (incorporating serviceable 
strainer). Tails have a Single Check Valve. Variation kit options allow 
easy installation on site. 2 pipes in then 2 pipes out. 

  
 
Sizes 15 & 22 mm  

 

 

 

 Thermostatic Mixing Valve  

TMV5230  
 
Large TMV for group mixing. Normally supplied with Filter ball 
servicing valves (incorporating serviceable strainer). Tails have a 
Single Check Valve.  
 

Sizes 28 & 35 mm, DN25 & DN32 
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The Right Solution For 

You Is The Only One We'll 

Offer. 

 

 

 

 

 

We Respond Promptly, 

Respecting Your Time. 

 

 

 

 

 

We Continuously Improve 

Our Products To Exceed 

Your Expectations. 

 

 

 

We're committed to a fun and 
friendly business 

environment 

 

 

 

Our Support Continues Post-
Purchase With A                       
5-Year Warranty 

 

 

 

What you can expect 
As a valued customer of ours you can expect the following 
from our team: 
 

 

 

 

 

Integrity Is Key; We 
Always Keep Our Word 

Receive Your Quote 
Within 24 Hours 

Relevant Information On 
Water Regulations 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Meet Our Team  

(All UK Water Regulations Qualified) 

  

https://www.arrowvalves.co.uk/team


22 | Product Portfolio 2026  

© Arrow Valves Ltd 2026 

 
 
 
    
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
   

PRODUCT PORTFOLIO 
 

Manufacturers and distributors of special commercial heating and plumbing fittings 

Products Water Regulations approved – KIWA UK or WRAS 

See individual datasheets for technical information 

For Water Regulations advice, the latest datasheets, specification clauses and more go to www.arrowvalves.co.uk 

Arrow Valves Ltd reserve the right to change specifications, design and materials at any time without notice 

All unitless dimensions in mm 

Many other standard and special products available 

 

Contact Us: 
     Call us: 01442 823 123 

     Visiting our website: arrowvalves.co.uk 

     Emailing us: enquiries@arrowvalves.co.uk 

 

     Arrow Valves, York House, Northbridge Road, HP4 1TA 

 

http://www.arrowvalves.co.uk/
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